# 12 Copper Ground Wire

All wiring is ""home run" to

Enclosure . .
the central wiring enclosure

RJ-11 & RJ-45 Outlet

<] cus Room One
A Cat-5

& TV- F-6 Or F-11

ONT / NID

RJ-11 & RJ-45 Outlet

"\ M_ o Room Two
/ T TV-F-6 Or F-11
w RJ-11 & RJ-45 Outlet
/ M o Room Three
< 7v| TV-F-60r F-11
N.—N__/b RJ-45 Outlet
Cat-5
— ] cws Room Four
| M<.mm,.a Or F-11
(3) CAT-5
(2) COAXITAL

Notes

Prewire must exit within
3 ft of the power company's
meter base

. All cabling (UTP and coax) will be "home run" back to central wiring enclosure.
. All cabling will be provided by builder/contractor.
. All coax will be F6-90BVYV or equivalent.
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4. All terminations will be preformed by HTC.
5
6
7

(Outside)
Provided by: HTC
Installed by: HTC

. All UTP will be certified CATS5 or higher.
. Every room will contain at least one service jack.
. Each service jack will have (2) CATS and (1) Coax connection. If any additional cabling is

Central Wiring Enclosure
& needed or required, the request must be made by the owner to the builder or contractor.

Insi
MVHM“A”MW d by: Builder 8. A 120V AC source is required to be located within 5ft of the proposed NID location (point of entry of inside wiring)
Installed s%..w:m_ der and will be terminated on a 20 AMP disconnect (pull type), which will be provided by the Electrcian or builder.
) 9. The # 12 Copper ground wire needs to be located outside the house. In addition, it must be terminated or
bonded to the enclosure and must run back to an electrical panel or meter base ground.
10.  If homeowner/builder has questions about special requirements, please contact HTC.
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